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1. Introduction 

Solar Heat for Industrial Processes (SHIP) is becoming one of the best alternatives to substitute fossil fuels to 

supply heat and cooling demand of industrial processes. ASTEP (Application of Solar Thermal Energy to 

Processes) is one of the funded projects by the EU Commission to explore optimized designs able to supply 

heat demand at medium-high temperatures and cooling at the same time.  

The proposed solution is based in the SunDial design, which is an innovative rotary Fresnel collector, based 

on several Spanish patents. This solution presents some technological differences with the conventional ones 

used for SHIP. These differences force to adapt the models to estimate optical concentration and thermal 

losses along the day. This study is focused on characterizing heat losses at the solar receiver. Computational 

Fluid Dynamics (CFD) simulations were performed to predict the thermal losses from the external surface of 

the receiver. The code used was ANSYS-CFX r2020. 

The designed prototypes will be tested in two different industrial sites with specific constrains on demand 

and solar irradiation: 

 Pasteurization process with heat (175ºC) and cooling demand in a dairy factory in Greece (37.93 N). 

 Preheating process over 220 ºC in a steel factory for metallic tubes processing in Romania (47.1 N). 

Therefore, different configurations were analyzed to achieve the objectives at both sites. The correlations for 

the heat transfer coefficients obtained for those cases are introduced in this study. 

2. Methodology 

Two alternative receivers have been considered: Evacuated mono-tube and bare multi-tube. 

 

Fig. 1 Multi-tube receiver considered for the case of Romania 

The optimization of solar irradiation concentration imposes some constraints to the design of the receiver, 

whose influence was analyzed in this study. The transversal tilt of the receiver is one of them (Fig. 1). 
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Therefore, it was introduced a new design for the cavity to reduce convective heat losses by buoyancy. 

Some simulations were performed using the incidence power obtained by an in-house ray-tracing code [1], 

while other simulations started from a guessed surface temperature to compare the results and to optimize the 

CFD model. The introduction of the solar irradiation flux at the tubes’ surfaces and the thickness of these 

tubes make the computational model more complex, increasing the computation time. 

As the height of the receiver above the mirrors is lower than the typical one for power generation, the effect 

of the mirrors on the wind velocity around the receiver was also investigated.  

A set of simulations was performed to analyze the effect of some parameters such as surface temperature, air 

velocity or mirror positions in order to obtain a correlation for heat transfer coefficients (convective and 

radiative). 

3. Results 

Flow velocity and temperature maps around the receiver are shown in Fig. 2 for a wind velocity of 5 m/s and 

without considering the effect of the mirrors, which were used to compare the results with the those that 

included the mirrors. 

  Fig. 2 Air velocity and temperature maps around the receiver 

It was selected the model with an average surface temperature to perform the set of simulations, and to 

obtain a correlation for the heat transfer coefficient, because the heat losses variations were low enough. 

The effect of the mirrors was non-negligible for some cases.  

4. Conclusions 

Modeling the SunDial receiver with CFD allows the assessment of the convective and radiative heat transfer 

coefficients that should be included for the steady and dynamic models. First results depict two main 

conclusions: the consideration of an average surface temperature is valid instead of considering the 

irradiation flux map; and that the mirrors have a non-negligible effect on the air behavior around the receiver. 
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